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World's first
LED-HardWax oil

El aceite led de cera dura de Vesting es un aceite de 
acabado de calidad con propiedades únicas. El aceite 
es una mezcla especial de aceites, ceras, resinas y 
aditivos. Como resultado, el aceite de cera dura de 
Vesting es el primero del mundo de secado y curado 
al instante mediante iluminación por ledes. ¡Después 
del tratamiento, el suelo inmediatamente recupera su 
máxima capacidad de carga! 

20 standard colours / 20 colores estandar
Customised colours in consultation / Otros colores disponibles a peticion

Gracias a su alta resistencia al desgaste, el aceite led 
de cera dura de Vesting es perfectamente adecuado 
para cualquier espacio y el uso comercial. Las ceras 
proporcionan una capa de espesor microscópico que 
protege la madera. Esto hace que el suelo sea menos 
susceptible al desgaste.
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3000 Natural

4235 Light grey

314 Smoked

4219 Clay

3040 Natural white

3006 Soft grey

4220 Sand

4240 Sepia Brown

3111 White

300600 Grey

3137 Cherry

4233 Chocolate

4243 Creamy white

4112 Blue grey

4210 Mahogany

4267 Dark grey

4121Chalk white

4365 Old grey

3167 English colour

3180 Black

Vesting LED-HardWax Oil is a high-quality finishing oil 
with unique characteristics. The oil consists of a special 
mixture of oils, waxes, resins and additives. As a result, 
Vesting HardWax Oil is the first ever that instantly 
hardens and completely dries when exposed to LED 
lighting. The floor has an optimal load-bearing capacity 
immediately after treatment! 

Since Vesting LED-Hard Wax Oil is highly wear-resistant 
it is suitable for use in all areas and particularly 
suited for project-based use. The waxes provide a 
microscopically thin layer that protects the wood. This 
makes the floor less susceptible to wear.

The new standard / La nueva norma 
LED-curing HardWax Oil
Aceite de cera dura de curado led 

Environment / Medioambiente
no solvents / no ozone emissions 
sin disolventes y sin emisiones de ozono 

Energy / Energ  a 
60% less energy consumption 
ahorra un 60 % de energ a 

Immediate utilisation / Inmediata 
recuperacion de capacidad de carga
oil dries immediately because of the LED technology
el aceite se seca directamente gracias a la tecnolog a led

Protection / Proteccion 
highly wear-resistant 
alta resistencia al desgaste

Reduced expenditure / Economie
LED light bulbs with 25,000 burning hours
25.000 horas de encendido lamparas led

Safety / Seguridad  
minimal heat generation / VOC-free
m nima generacion de calor/libre de COV 

Exclusiva mundial
Aceite led de cera dura



Con el revolucionario aceite led de cera dura de Vesting 
conseguirá un resultado final perfecto. Su impacto 
medioambiental es mínimo y proporciona un ahorro 
de costes muy importante. Gracias a la tecnología 
led, usted se beneficiará de una reducción del 60 % 
en el consumo de energía en comparación con las 
lámparas ultravioletas tradicionales. Ya que no se 
producen nocivos emisiones de ozono, podemos evitar 
el uso de costosos sistemas de extracción. Además, 
los ledes tienen una vida útil extremadamente larga y 
emiten poco calor, sin mencionar las ventajas para la 
producción. El aceite led de cera dura de Vesting ofrece 
grandes ventajas para la producción, el medioambiente 
e incluso financieras.

Professional equipment, for both the finishing 
line in the flooring industry and the parquet layer 
working on site, has been developed in close 
cooperation with SMELT and TRIVEC. A special LED 
lamp has also been developed for the furniture and 
staircase industry.
NOTE: Optimal results are only guaranteed when 
this equipment is used.

WOOD SCIENCE.WOOD SCIENCE.

Using the revolutionary Vesting LED-HardWax Oil leads 
to a superb end result. The impact on the environment 
is minimal and you save an incredible amount in 
expenditure. With LED technology you use 60% less 
energy than with traditional UV lamps. Expensive 
extraction systems are unnecessary because these 
lamps do not release any harmful ozone. In addition, 
LED light bulbs have an incredibly long service life 
and they generate virtually no heat, which both have 
a range of associated production advantages. Vesting 
LED-HardWax offers great advantages in terms of 
production, the environment as well as finances.

En estrecha colaboración con SMELT y TRIVEC se 
han desarrollado equipos profesionales, tanto 
para el sector industrial de acabados de suelos 
como para el instalador de suelos local. Para 
los fabricantes de muebles y escaleras se ha 
desarrollado una lámpara led especial.
ATENCIÓN: Para garantizar unos resultados óptimos 
se deben usar los mencionados equipos.

Using
LED-HardWax Oil

Trabajar con 
aceite led de cera dura
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LED-HardWax Oil is incredibly user-friendly, because, for example, the wax doesn’t take on a viscous consistency during its 
application. Immediate and full curing using special LED lights. NOTE: Avoid direct light during the application of the oil.

El aceite led de cera dura es extremadamente fácil de usar; la cera mantiene su baja viscosidad durante el tratamiento. Curado 
inmediato y completo mediante ledes especiales. ATENCIÓN: Durante la aplicación del aceite, evite la luz directa diurna.

LED lights generate hardly any heat. Roughening, discolouration and glue problems are reduced to a minimum during the 
production process.

Los ledes apenas emiten calor. Posibles problemas de aspereza, decoloración o con la cola durante el proceso de producción son 
reducidos a un mínimo.

LED technology has a minimal impact on the environment, as it does not involve solvents or ozone emissions. All factors that 
eliminate the need for an extraction system.
Tecnología led con un impacto mínimo en el medioambiente; sin disolventes y sin emisiones de ozono. Gracias a esto podrá 
prescindir de una instalación de aspiración.  

Environment / Medioambiente

Practicality / Practico

Costs / Costes
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

OXI LED UV









OXI LED UV

OXI LED UV

OXI LED UV







OXI

Time - Tiempo

LED

€

UV





LED UV



LED

UV 
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